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INSTALLATION:
Perforate 2 holes on the wall and fix the plastic expansion pieces in. Fix the base of the lamp to the wall with screws. Connect the power cables on the
terminal blocks properly (black or brown wire (L) = live wire, blue (N) = zero, yellow-green (     ) = grid-leak).  Turn on the power.

INSTALACIJA:
Prvo izbušite 2 rupe u zidu a potom ubaciti plastične delove (tiplove) u rupe. Ušrafiti nosač lampe. Povezati strujne vodove pomoću klema ispravno, 
(crna ili braon žica (L) = faza, plava (N) = nula, žuto zelena (     ) = uzemljenje). Uključite osigurač.

ukoliko se montira na razvodnu kutiju, poklopac postaviti pre montaže

ogoliti izolaciju kao na slici

tip sijalice koju koristi rasvetno telo

koristiti samo u zatvorenim prostorijama

povezivanje vršiti samo direktnim priključkom na električnu mrežu

pazite da prilikom montaže rasvetnog tela ne bušite gde su strujni vodovi

maksimalna dozvoljena jačina sijalice

ne koristiti u kupatilima i vlažnim prostorijama

lampa ima priključak za uzemljenje, PRVI stepen zaštite

obratite pažnju da ne dođe do ukrštanja žica prilikom postavljanja

dodatna oprema neophodna za montiranje - u kompletu sa proizvodom

minimalna dozvoljena udaljenost između rasvetnog tela i drugog predmeta

pravilno postavljanje rasvetnog tela
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Najprej izvrtajte dve luknje v zidu in nato v njih vstavite plastične vložke (sidra). Privijte nosilec luči. Povežite napajalne kable z pravilno uporabo objemk, 
(črna ali rjava žica (L) = faza, modra (N) = nula, rumeno-zelena (     ) = ozemljitev. Vklopite varovalko.
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